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GReddy Intercooler Kit

Nissan 300ZX Twin Turbo (VG30DETT)

TRUST SUPER TUNING SYSTEM

TOTAL TUNE UP.

AIMING AT REAL COMPETITIONS.
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1.

Nissan 300ZX Twin Turbo
(VG30DETT)
Intercoller Kit

Parts List

1. Intercooler (R)
Intercooler (L)
2. Bracket for intercooler (R)
Bracket for intercooler (L)
Intake tube-straight-50mm dia. x 70mm (alum)
Rubber hose-straight-50mm dia. x 70mm
Hose clamps-50mm dia. clamp size #32
8mm x 25mm 1.25 pitch stainless steel, lock
washer, flat washer, nuts
8mm x 15mm 1.25 pitch stainless steel, lock
washer, flat washer, nuts
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2. Removal of stock parts

2-1. Remove front bumper skin, under guards, and intercooler
ducts.

2-2. Left side - remove inner fender;coolant reservoir tank and
purge canister.

2-3. Right side - remove inner fender

2-4. Left and right side - mark dirrection of charge hoses that

fit to intercoolef,and remove hoses.

Body Front End

bl kit
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whers hood Is 1 to 1.5 mm 0.039 1o 0.068 in) lowsr than
fender. 2
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@ When sscuring hood lock, snsure it does not tiit. Striker must
b positioned at the centsr of hood primary lock.
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lock operets properly.

Hood lock dary latch hooling length H““hmﬂ
BEmm Hood
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per rubber
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Engine under cover

bolts, nuts and screws
: Nem (kg-m, fribl

-
£ : Ooubie-faced adhesive tape
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4.1 Left side - remove OEM intercooler

4,2 Left side - install Greddy intercooler
* Take great care not to damage intercooler core - intercooler
core is all aluminum, which is very easily damaged.

* Intercooler pipe routing
and intercooler mounting location.
(left side)
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6. Fitting both left and right intercoolers

6.1 Left side - right side
Remove lower bolt from tow hook

6.2 Left side - right side
Fit intercooler into place using lower tow hook hole for
intercooler mounting bracket

6.3 Left - right side
Use supplied bracket to mount opposite side of intercooler
to bumper bracket
(see photo)
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6.6 Left side only
Charcoal canister must be rotated to clear intercooler

* Caution: Do not kink or crack any of the vapor or vacuum
lines going to charcoal canister
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