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§) Electrical Tap (4pcs.) 6) Wire Ties (4pcs.)

1) Temp. Meter {(1pc.)
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7} Instruction Manual {1pc.)
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3) Power Harness (1pc.)

4) Sensor Harness (1pc.)
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Meter Mounting

= Important

. When looking for a location to mount the meter, be sure not to _
have the meeter interfer with the driver's veiw of the road or other

important instruments.

Note

Mounting brackets for these warming meters are avalible for simple
installati

A Caution

&

Never mount the meter facing downward. Always mount the
meter horizontally or facing upward. Mounting the meter facing
downward can cause the meter to malfuction .
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Installation:
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Installation:

Option #1  Oil Temp Meter
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A\ CAUTION

Avoid mounting the sensor harness near any ignition systems.

Make sure you catch the oif with 2 pan when removing the oil

drain bolt.

Make sure the engine is not hot when removing the drain bolt.

Make sure to refill the engine oil after installation of the

SENnsor.

Drain Bolt
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Installation:

Opition #2  Oil Temp Mecter
Sensor Installation
(Using GREX acnsor atlachment unit) Soid Separtely

Remove the siock
o1l Alter

—

GREX Sensor Attachment
(sold separately)

O-ting

Important

If you are using the GREX Qil Covler Kit, the tempature sensor can be
directly installed to the oil block of the oil cooler kit.




Installation:

Option # 3 Water Temp Meter

/N CAUTION

Make sure to catch the coolant with a pen, when removing
the factory water tempature sensor.

Do not install when the engine is hot. Cool down the engine
and remove the radiator cap before installation.

Make sure to use teflon tape on the sensor threads to achieve
a proper seal.

Check and restore the water-coolant level after installation.
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m ’ Temp Sensor

Sensor Adaplor
(sold seperately)




